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TECHNICAL DATA SHEET

Please note, accessories, wastes, overflows and tapware are not 
included unless stated. All measurements are nominal only, please 

measure product on site before installation. Actual colours may vary.

CONSTRUCTION:  Vitreous china pan/polypropylene cistern 
& seat 
WIDTH (MM):  420
DEPTH (MM):  620
HEIGHT (MM):  770
SOFT CLOSE:  Yes
RIMLESS:  No
PAN:  Link pan, P trap
TRAP / SETOUT (MM):  180
WELS RATING:  4 star rated
WATER CONSUMPTION (L/FLUSH): 3.4
WARRANTY:  10 years on pan & 5 years on cistern & seat & 
valves, 1 year non-residential applications. 

FEATURES

• Linked toilet suite
• Soft close, quick release seat
• Right-hand bottom entry inlet valve 
• Dual flush chrome buttons

INDIANA 
P - Trap Plastic Cistern Link and Seat
LEVINDLINKP  

FINISHES AVAILABLE:

White

*A Flexi hose is required if connecting for bottom entry.

SPARE PARTS

• LEV75570  / Cistern/Link/Seat
• LEV75574 / Exposed ‘P’ pan
• LEVB4910 / Flushing valve

• LEVB3300Y / Inlet valve
• LEVFLUSPPE / Flush pipe only
• LEVINDLINKCIST / Link only
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