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CONSTRUCTION: Solid DR brass

PRESSURE: Mains pressure

SUITABLE FOR ALL PRESSURE: NoO

WORKING PRESSURE (KPA): 150-1000
RECOMMENDED WORKING PRESSURE (KPA): 500
RAIL LENGTH (MM): 1011

RAIL DIAMETER (MM): 25

HAND-HELD HEAD DIAMETER (MM): 120

WATER CONSUMPTION (L/MIN): 8

WELS RATING: 3 star rated

WARRANTY: 10 years on chrome, 2 years on coloured finish

FINISHES AVAILABLE:

. \‘ ‘ .
Black Chrome Brushed Gunmetal

Code: BK Code: CP Nickel Code: GM
Code: BN

FEATURES

- Contemporary design

- Pin lever adjust slide height

- Diverts between rain head and slide shower

- Built in non-return valve

- Multi-function hand shower head

- 300-600mm adjustable rail centres

- Chrome, Black (powdercoat), Brushed Nickel (PVD),
Gunmetal (PVD)

SPARE PARTS

- LEV3J210371CP / Multi-function head chrome

- LEVJ21037CB / Multi-function head black

- LEVP21516P** /1.5m hose

- LEVMILSSSAABK / LEVMILSSSAACP / Slider
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Proudly a 100% Kiwi-owned co-operative

Please note, accessories, wastes, overflows and tapware are not
included unless stated. All measurements are nominal only, please
measure product on site before installation. Actual colours may vary.



