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UTAH
S-Trap Close-Coupled Toilet Suite (post-Jan 2023)
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Not sure if your toilet is pre or post-Jan 2023?
Check with your local branch.
FEATURES
CONSTRUCTION: Vitreous China - Soft close seat
WIDTH (MM): 368 - Standard bottom entry, right-hand side
DEPTH (MM): 660 - WDI valves
HEIGHT (MM): 805
SOFT CLOSE: Yes
RIMLESS: No
PAN: Close coupled
TRAP / SETOUT (MM): S /140* SPARE PARTS - LEVB3300Y/ Inlet valve
WELS RATING: 4 star rated - LEVUTAHCIST / Cistern - LEVB5039 / Push button set
WATER CONSUMPTION (L/FLUSH): 4.5/3 - LEVUTAHPANS / Pan - LEVB2041/ Cistern bolt set
WARRANTY: 10years on sqite, 5 years on inlet and outlet - LEVUTAHSEAT / Seat - LEVB9041/15mm cistern plug
valve, Tyear non-residential applications. . LEVB4910T/Flushing valve - LEV301825 / Gasket/Donut
*TIVPCWF200S can be used if pipework not correct . LEV30795 / Outlet Valve
Washer
FINISHES AVAILABLE:
White
exclusive to *A Flexi hose is required if connecting for bottom entry.

Please note, accessories, wastes, overflows and tapware are not
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measure product on site before installation. Actual colours may vary.



