
	

	
	

  						
																																										
	
	
	
	
	
	

									 										
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	

Features:     
• Dual flush cistern 
• 4.5/3L water saving cistern  
• Left or right bottom entry 
• 4 -Star WELS rating  
• Valdes plastic seat and link piece 
• Shrouded S pan 
• Geberit inlet/outlet valves 

 
 
Specifications:  
• Wash-down, dual flush  
• 4.5/3L cistern flush  
• 140mm – 260mm S set-out 

(Recommended 165mm Set-out) 
• **R/H bottom entry water inlet 

(standard) 
  
 

 
Parts Description:  
• CW665NJT1  (S- pan only) 
• SW660JPT10/660  (cistern only) 
• TOT-SLINK-WH  (Valdes seat and link 

piece) 
• 222.100.00.1 (Bottom inlet valve) 
• 222.240.00.1  (Outlet valve) 
 
 
Colour:  
• White             
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PLEASE NOTE MEASUREMENTS ARE 
NOMINAL ONLY. 

PLEASE MEASURE PRODUCT ON SITE	

**	PLEASE	NOTE	BACK	ENTRY	WATER	
CONNECTION	IS	OPTIONAL	AND	WILL	

REQUIRE	VALVE	CHANGES	
	

140 – 260 (Recommend 165) 


